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Technical characteristics
Manufacturer
Model Name

Power source

Operator type

Max. capacity

Load centre of gravity

Distance from Load backrest to center of rear axle

Semvice weight
Weight on front axle (laden) / rear axle (laden)

Number of drive wheels / Size of drive wheels

Number of load wheels / Size of load wheels

Number of stabilizer wheels / Size of the stabilizer wheels
Number of front wheels / rear wheels

Front wheel gauge

Rear wheel gauge

Height tiller up min. / max.
Overall length

Length to face of forks

Overall width

Forks section / width / length
Ground clearance at centre of wheelbase
Performances

Travel speed (laden / unladen)
Lifting speed (laden / unladen)
Lowering speed (laden / unladen)
Senvice brake

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery according to DIN 43531/35/36 A, B, C
Battery / Batteries capacity

Battery weight (+/- 5%)

Miscellaneous

>
o

Type of drive control
Sound level at the driver's ear according to DIN 12 053

Manitou
ES 612 LI 5 points
Battery
Pedestrian
1200 kg
600 mm
834 mm

1251 kg
1295 kg / 1163 kg

X

1x230x70

2/ 140x60

1/140x60

3/4

b10 529 mm

b11 380 mm
I
W 750 mm / 1250 mm
11 2162 mm
12 973 mm
b1 800 mm
s/ell 60 mm /185 mm / 1190 mm

30 mm

4.50 km/h / 4.50 km/h
0.18 m/s / 0.30 m/s
0.27 m/s / 0.22 m/s

Electro magnetic

1.50 kW
3KkW
DIN 43535-B
24V/ 180 Ah
189 kg

65 dB(A)
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Dimensional drawing

hi4

Characteristics of masts and residual capacities

Central Cylinder Simplex CCS 15 CCS17

h3 - Mast lifting height * 2935000 2935000
h1 - Mast height lowered mm 1953 1953
h4 - Mast height extended mm 3390000 3390000
Residual capacity without attachment kg 1200 1200

(Industrial load chart)

lmmlm

h3 - Mast lifting height * 2935000 2935000 2935000
h1 - Mast height lowered mm 1953 1953 1953
h4 - Mast height extended mm 3390000 3390000 3390000

Residual capacity without attachment

(Industrial load chart) kg 1200 1050 800

Free Lift Duplex FLD 29 FLD 34

h3 - Mast lifting height * 2935000 2935000
h1 - Mast height lowered mm 1953 1953
h4 - Mast height extended mm 3390000 3390000
Residual capacity without attachment kg 1200 1050

(Industrial load chart)

Free Lift Triplex FLT 42 FLT 45

h3 - Mast lifting height * mm 2935000 2935000
h1 - Mast height lowered mm 1953 1953
h4 - Mast height extended mm 3390000 3390000

Residual capacity without attachment

(Industrial load chart) kg 650 580
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This brochure describes versions and configuration options for Manitou products which may be fitted with different equipment.
The equipment described in this brochure may be standard, optional or not available depending on version. Manitou reserves
the right to change the specifications shown and described at any time and without prior warning. The manufacturer is not liable
for the specifications given. For more information, contact your Manitou dealer. Non-contractual document. Product
descriptions may differ from actual products. List of specifications is not comprehensive. The logos and visual identity of the
company are the property of Manitou and may not be used without authorisation. All rights reserved. The photos and diagrams
contained in thisbrochure are provided for information only.
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